
1 Getting
Started

Welcome
Congratulations! You have purchased a full-color, full-
motion digital camera that will allow you to easily add
video to your computer communications, including video
mail, point-to-point videophone calls over analog phone
lines, and Internet or network video meetings or chat ses-
sions. You can also use the Video Camera to capture still
images for Web design, desktop publishing, and quality-
control applications.

This flyer and the other numbered flyers are all you
should need for a successful installation. Just go through
the flyers in numerical order. If you need additional help,
you will find a Reference Guide on the Zoom Link CD.

What’s in the Package?
You should have received the following items in the
Zoom/Video Cam box:

•  The camera, with an integrated 9-foot cable

•  A lapel microphone

•  A capture card

•  A Zoom Link CD

•  A series of flyers like this one

What Else Do You Need?
The video camera is designed for use with IBM PC-
compatible computers with a Pentium® 90 or higher proc-
essor (P133 for real-time video) and the Windows 95 or 98
operating system. A minimum of 8 MB of RAM is required.

A soundcard is required to listen to real-time video or
video e-mail sound. A Creative Labs® 16-bit or other
soundcard capable of full-duplex operation is recom-
mended for interactive real-time audio.

You will also need a modem or network connection for
video e-mail; Internet video requires 28.8 Kbps or faster,
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with V.80 or VRPI compatibility. Consult your modem
documentation for details.

Determining Resources
Your computer uses various system resources to keep
track of how its components communicate among them-
selves and with the outside world.

For your Video Camera to work properly, your computer
must have available the following resources:

•  An IRQ (interrupt request) in addition to the one used
by your modem

•  One DMA (direct memory access) channel

•  An I/O (input/output) port in addition to the one used
by your modem

If you have a new computer, or if you have not added
components to it since you bought it, it is likely that your
computer already has sufficient resources for the Video
Camera. You can start with the instructions in the next
flyers to install your video capture card or enable video
capture in your Zoom/Video Ready Faxmodem.

If you want to verify your computer’s resources, or if you
encounter problems later on, refer to the Reference Guide
on the Zoom Link CD.

Capture Card or Modem?
A “Zoom/Video Ready Faxmodem” is a Zoom modem with
a video jack for plugging in a Zoom/Video Cam. When sold
by itself, the Zoom/Video Ready Faxmodem is not enabled
for video capture. If you have a Zoom/Video Ready Fax-
modem, you can update it for video capture and use it
with your Zoom/Video Cam.

If you do not have a Zoom/Video Ready Faxmodem,
you need to install the Zoom/Video Capture Card. Go to
Flyer 2, Installing an Internal Card.

If you have a Zoom/Video Ready Faxmodem, you do not
have to install the capture card that came with the cam-
era. Go to Flyer 2A, Updating a Zoom/Video Ready
Faxmodem. (If you have purchased a Zoom/Video Ready
Faxmodem and not yet installed it, install it first accord-
ing to the manual that came with it. Then go to Flyer 2A.)


