
2 Installing the Internal
Card

Here are instructions for installing the Video Capture Card
or Video Ready Faxmodem in your computer.

CAUTION

Electrostatic Discharge Protection
Static electricity can damage components on
your internal card or inside your computer.
Before removing the card from its anti-static
bag, touch the computer’s metal chassis to
statically discharge yourself.

Note: If you are installing a Video Ready Faxmodem, do
not move the jumpers (small plastic devices) on the
faxmodem card. They are already set up for Plug
and Play installation. If you move them, your fax-
modem may not install properly or may not work
with the Video Cam. If you have accidentally moved
the jumpers, see the Jumper Settings appendix in
the Reference Guide on the Zoom Link CD.

1 Before you start the hardware installation, find the
serial number on the bracket of the card and write it
down on this flyer or on the warranty card.

2 Close all running programs and shut down your
computer. Then turn your computer off and unplug
it. Don’t plug it back in or turn it on until you com-
plete the hardware installation.

3 Take the cover off your computer. This is a little dif-
ferent for every computer. If you are not familiar
with the procedure, consult your computer’s manual
for more detailed instructions.

4 Locate an available slot (see the illustration on the
other side).

5 Unscrew and remove the metal cover plate on the
rear of the computer that lines up with the slot. This
plate is similar to the bracket on the card.  Put the
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plate and screw aside. (This is also the time to re-
move an old modem if you are replacing one. If the
slot is the correct size, you can reuse it.)

6 Plug the card firmly into the slot. If you have a tower
or mini-tower computer case with a vertical main
board, you may want to lay the computer down gen-
tly on its side so you can push straight down on the
capture card to seat it firmly in its slot.

Note: The wires on the undersides of most circuit
cards can be quite sharp; be careful not to
cut your hands.

Be sure that the bracket is lined up properly; then
screw the bracket into the computer with the screw
you removed with the cover plate in step 5.
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Installing the Card. (Card appearance may vary.)

6 Replace the computer cover. Your card is now
installed.

Now go to Flyer 3 to continue the installation.

Serial number: _______________________________________


