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Hi-Temp Wire Leads

Part Number: 70043-02

Cable leads for Weil-McLain

Packaging: Poly bagged & tagged

Includes:

1 - Set of wire leads

Original OEM replacement leads for Weil-McLain models

QB180 & 300. Weil-McLain P/N: 644-600-043. This lead
features a .125 round female rod connector on one end and

a 1/4” female spade connecor on the other. Both crimped
connections are protected by a 1”” long oil resistant shrink tube.

Specifications:
11 3/4” Over all length

20KVDC
150°C/302°F

Part Number: 70071

Cable leads for Honeywell

Packaging: Poly bagged & tagged

Includes:

1 - 7mm Wire lead per bag

Crown generic replacement for Honeywell #:392125-2

These hi-temp rated leads offer a 90° automotive type connector
on one end and a straight automotive type connector on the

other end.

Specifications:
36” Over all length - 18 AWG - 25KVDC/ 10KV / 60 HZ -

250° C/482°F - UL FILE: E-96824 - UL STYLE: 3257

Part Number: 70070

Cable leads for Honeywell

Packaging: Poly bagged & tagged

Includes:

1 - 7mm Wire lead per bag

Crown generic replacement for Honeywell #:394800-30.

These hi-temp rated leads offer a 90° automotive type connector

on one end and a 1/4” female insulated tab on the other end.

Specifications:
30” Over all length - 18 AWG - 25KVDC / 10KV / 60 HZ -

250° C/482°F - UL FILE: E-96824 - UL STYLE: 3257

Part Number: 70072

Cable leads for Honeywell

Packaging: Poly bagged & tagged

Includes:

1 - 7mm Wire lead per bag

Crown generic replacement for Westwood #:E64-5

These hi-temp rated leads offer a 90° automotive type connector
on one end and a straight automotive type connector on the

other end.

Specifications:
33 1/2” Over all length - 18 AWG - 25KVDC / 10KV / 60 HZ -

250° C/482°F - UL FILE: E-96824 - UL STYLE: 3257
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