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PNEUMATIC SPRING RETURN BRASS TRIM VALVE ASSEMBLY SELECTION GUIDE

VG7000 Series Globe Valves

V-3800 SERIES SPRING RETURN PNEUMATIC ACTUATORS

• Compact – fi ts in tight spaces such as baseboards, radiators and convectors

• Available in brass trim

• Controls – hot water, chilled water, glycol solutions and steam

• Meets requirements of ASME B16.15 class 250

• Long life replaceable ring packing provides highest reliability and longest life

• Every valve tested for tight shut-off

• Fluid temperature range – 35 to 248°F (2 to 120°C)

• Steam pressure – 15 psig saturated steam

• Effective diaphragm area 4 square inches

• No positioner available

V-3800 SERIES SPRING RETURN PNEUMATIC ACTUATORS

SPRING RANGE 3 TO 6 PSIG 4 TO 8 PSIG 9 TO 13 PSIG

VALVE SIZE Cv CLOSEOFF CODE NUMBER CLOSEOFF CODE NUMBER CLOSEOFF CODE NUMBER 
    TWO-WAY PUSH-DOWN-TO-CLOSE (NORMALLY OPEN) – NPT END CONNECTIONS
VG7241CS 1/2 0.73 186 VG7241CS+3801B 157 VG7241CS+3801D 84 VG7241CS+3801E
VG7241ES 1/2 1.8 186 VG7241ES+3801B 157 VG7241ES+3801D 84 VG7241ES+3801E
VG7241GS 1/2 4.6 105 VG7241GS+3801B 89 VG7241GS+3801D 48 VG7241GS+3801E
VG7241LS 3/4 7.3 67 VG7241LS+3801B 56 VG7241LS+3801D 30 VG7241LS+3801E
    TWO-WAY PUSH-DOWN-TO-OPEN (NORMALLY CLOSED) – NPT END CONNECTIONS
VG7441CS 1/2 0.73 37 VG7441CS+3801B 57 VG7441CS+3801D 158 VG7441CS+3801E
VG7441ES 1/2 1.8 37 VG7441ES+3801B 57 VG7441ES+3801D 158 VG7441ES+3801E
VG7441GS 1/2 4.6 18 VG7441GS+3801B 28 VG7441GS+3801D 76 VG7441GS+3801E
VG7441LS 3/4 7.3 11 VG7441LS+3801B 16 VG7441LS+3801D 45 VG7441LS+3801E
   THREE-WAY MIXING – NPT END CONNECTIONS
VG7842CS 1/2 0.73 186 / 37 VG7842CS+3801B 157 / 57 VG7842CS+3801D 84 / 158 VG7842CS+3801E
VG7842ES 1/2 1.8 186 / 37 VG7842ES+3801B 157 / 57 VG7842ES+3801D 84 / 158 VG7842ES+3801E
VG7842GS 1/2 4.6 105 / 18 VG7842GS+3801B 89 / 28 VG7842GS+3801D 48 / 76 VG7842GS+3801E
VG7842LS 3/4 7.3 67 / 11 VG7842LS+3801B 56 / 16 VG7842LS+3801D 30 / 45 VG7842LS+3801E
   TWO-WAY PUSH-DOWN-TO-CLOSE (NORMALLY OPEN) – UNION GLOBE (NPT) END CONNECTIONS
VG7251CS 1/2 0.73 186 VG7251CS+3801B 157 VG7251CS+3801D 84 VG7251CS+3801E
VG7251ES 1/2 1.8 186 VG7251ES+3801B 157 VG7251ES+3801D 84 VG7251ES+3801E
VG7251GS 1/2 4.6 105 VG7251GS+3801B 89 VG7251GS+3801D 48 VG7251GS+3801E
VG7251LS 3/4 7.3 67 VG7251LS+3801B 56 VG7251LS+3801D 30 VG7251LS+3801E
   TWO-WAY PUSH-DOWN-TO-OPEN (NORMALLY CLOSED) – UNION GLOBE (NPT) END CONNECTIONS
VG7451CS 1/2 0.73 37 VG7451CS+3801B 57 VG7451CS+3801D 158 VG7451CS+3801E
VG7451ES 1/2 1.8 37 VG7451ES+3801B 57 VG7451ES+3801D 158 VG7451ES+3801E
VG7451GS 1/2 4.6 18 VG7451GS+3801B 28 VG7451GS+3801D 76 VG7451GS+3801E
   TWO-WAY PUSH-DOWN-TO CLOSE (NORMALLY OPEN) – UNION ANGLE (NPT) END CONNECTIONS
VG7551CS 1/2 0.73 186 VG7551CS+3801B 157 VG7551CS+3801D 84 VG7551CS+3801E
VG7551ES 1/2 1.8 186 VG7551ES+3801B 157 VG7551ES+3801D 84 VG7551ES+3801E
VG7551GS 1/2 4.6 105 VG7551GS+3801B 89 VG7551GS+3801D 48 VG7551GS+3801E
VG7551LS 3/4 7.3 67 VG7551LS+3801B 56 VG7551LS+3801D 30 VG7551LS+3801E
   TWO-WAY PUSH-DOWN-TO-CLOSE (NORMALLY OPEN) – UNION SWEAT END CONNECTIONS
VG7281CS 1/2 0.73 186 VG7281CS+3801B 157 VG7281CS+3801D 84 VG7281CS+3801E
VG7281ES 1/2 1.8 186 VG7281ES+3801B 157 VG7281ES+3801D 84 VG7281ES+3801E
VG7281GS 1/2 4.6 105 VG7281GS+3801B 89 VG7281GS+3801D 48 VG7281GS+3801E
VG7281LS 3/4 7.3 67 VG7281LS+3801B 56 VG7281LS+3801D 30 VG7281LS+3801E
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VG7000 Series Globe Valves

PNEUMATIC SPRING RETURN BRASS TRIM VALVE ASSEMBLY SELECTION GUIDE

V-3800 SERIES SPRING RETURN PNEUMATIC ACTUATORS

• Compact – fi ts in tight spaces such as baseboards, radiators and convectors

• Available in brass trim

• Controls – hot water, chilled water, glycol solutions and steam

• Meets requirements of ASME B16.15 class 250

• Long life replaceable ring packing provides highest reliability and longest life

• Every valve tested for tight shut-off

• Fluid temperature range – 35 to 248°F (2 to 120°C)

• Steam pressure – 15 psig saturated steam

• Effective diaphragm area 4 square inches

• No positioner available

V-3800 SERIES SPRING RETURN PNEUMATIC ACTUATORS

SPRING RANGE 3 TO 6 PSIG 4 TO 8 PSIG 9 TO 13 PSIG

VALVE SIZE Cv CLOSEOFF CODE NUMBER CLOSEOFF CODE NUMBER CLOSEOFF CODE NUMBER 
    TWO-WAY PUSH-DOWN-TO-OPEN (NORMALLY CLOSED) – UNION SWEAT END CONNECTIONS
VG7481CS 1/2 0.73 37 VG7481CS+3801B 57 VG7481CS+3801D 158 VG7481CS+3801E
VG7481ES 1/2 1.8 37 VG7481ES+3801B 57 VG7481ES+3801D 158 VG7481ES+3801E
VG7481GS 1/2 4.6 18 VG7481GS+3801B 28 VG7481GS+3801D 76 VG7481GS+3801E
VG7481LS 3/4 7.3 11 VG7481LS+3801B 16 VG7481LS+3801D 45 VG7481LS+3801E
   THREE-WAY MIXING – UNION SWEAT END CONNECTIONS
VG7882CS 1/2 0.73 186 / 37 VG7882CS+3801B 157 / 57 VG7882CS+3801D 84 / 158 VG7882CS+3801E
VG7882ES 1/2 1.8 186 / 37 VG7882ES+3801B 157 / 57 VG7882ES+3801D 84 / 158 VG7882ES+3801E
VG7882GS 1/2 4.6 105 / 18 VG7882GS+3801B 89 / 28 VG7882GS+3801D 48 / 76 VG7882GS+3801E
VG7882LS 3/4 7.3 67 / 11 VG7882LS+3801B 56 / 16 VG7882LS+3801D 30 / 45 VG7882LS+3801E
   TWO-WAY PUSH-DOWN-TO-CLOSE (NORMALLY OPEN) – 3/8 IN. UNION SWEAT END CONNECTIONS
VG7271CS 1/2 0.73 186 VG7271CS+3801B 157 VG7271CS+3801D 84 VG7271CS+3801E
VG7271ES 1/2 1.8 186 VG7271ES+3801B 157 VG7271ES+3801D 84 VG7271ES+3801E
VG7271GS 1/2 4.6 105 VG7271GS+3801B 89 VG7271GS+3801D 48 VG7271GS+3801E
   TWO-WAY PUSH-DOWN-TO-OPEN (NORMALLY CLOSED) – 3/8 IN. UNION SWEAT END CONNECTIONS
VG7471CS 1/2 0.73 37 VG7471CS+3801B 57 VG7471CS+3801D 158 VG7471CS+3801E
VG7471ES 1/2 1.8 37 VG7471ES+3801B 57 VG7471ES+3801D 158 VG7471ES+3801E
VG7471GS 1/2 4.6 18 VG7471GS+3801B 28 VG7471GS+3801D 76 VG7471GS+3801E
   THREE-WAY MIXING – 3/8 IN. UNION SWEAT END CONNECTIONS
VG7872CS 1/2 0.73 186 / 37 VG7872CS+3801B 157 / 57 VG7872CS+3801D 84 / 158 VG7872CS+3801E
VG7872ES 1/2 1.8 186 / 37 VG7872ES+3801B 157 / 57 VG7872ES+3801D 84 / 158 VG7872ES+3801E
VG7872GS 1/2 4.6 105 / 18 VG7872GS+3801B 89 / 28 VG7872GS+3801D 48 / 76 VG7872GS+3801E
   TWO-WAY PUSH-DOWN-TO-CLOSE (NORMALLY OPEN) – 3/4 IN. UNION SWEAT END CONNECTIONS
VG7291CS 1/2 0.73 186 VG7291CS+3801B 157 VG7291CS+3801D 84 VG7291CS+3801E
VG7291ES 1/2 1.8 186 VG7291ES+3801B 157 VG7291ES+3801D 84 VG7291ES+3801E
VG7291GS 1/2 4.6 105 VG7291GS+3801B 89 VG7291GS+3801D 48 VG7291GS+3801E
   TWO-WAY PUSH-DOWN-TO-OPEN (NORMALLY CLOSED) – 3/4 IN. UNION SWEAT END CONNECTIONS
VG7491CS 1/2 0.73 37 VG7491CS+3801B 57 VG7491CS+3801D 158 VG7491CS+3801E
VG7491ES 1/2 1.8 37 VG7491ES+3801B 57 VG7491ES+3801D 158 VG7491ES+3801E
VG7491GS 1/2 4.6 18 VG7491GS+3801B 28 VG7491GS+3801D 76 VG7491GS+3801E
   THREE-WAY MIXING – 3/4 IN. UNION SWEAT END CONNECTIONS
VG7892CS 1/2 0.73 186 / 37 VG7892CS+3801B 157 / 57 VG7892CS+3801D 84 / 158 VG7892CS+3801E
VG7892ES 1/2 1.8 186 / 37 VG7892ES+3801B 157 / 57 VG7892ES+3801D 84 / 158 VG7892ES+3801E
VG7892GS 1/2 4.6 105 / 18 VG7892GS+3801B 89 / 28 VG7892GS+3801D 48 / 76 VG7892GS+3801E


