
MaRs No. dEsCRiptioN MaRs paCK

84401 18/2  500 ft. Coils 4
84402 18/3  500 ft. Coils 4
84403 18/4  250 ft. Coils 4
84404 18/5  250 ft. Coils 4
84405 18/6  250 ft. Coils 4
84406 18/7  250 ft. Coils 4
84407 18/8  250 ft. Coils 4

18 Ga UL Thermostat Wire – 
Self Dispensing Coils

MARS thermostat wire is now available in self dispensing coil packs.
These shrink wrapped coils are
easier to use and more
convenient to store than the
traditional thermostat wire sold on
spools/reels.

Features & benefits:  
•   Heavy duty shrink wrapped

coils for durability
•   No reels to bend, break, or rust
•   Compact coils are easier to

store – takes up less space
•   Easier to handle
•   Stacks better 
•   Easy and convenient to use

How to use:
•   Simply punch hole in center of wrap  (Do not remove wrap)
•   Pull loose end of wire from center (Wire will pull out easily)
•   Snip off the required amount of wire
•   Tuck loose end back into the coil for storage
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MARS 18 Gauge Thermostat Cable - 
UL Listed

Specifications: UL type CL2. 
UV rated. Temp rating 
-20°C to +60°C. Meets UL
subject 13 per article 725 of the
1990 National Electric Code
(NEC) for power limited circuit
cable. Soft drawn bare copper,
semi-rigid pvc insulation and
PVC overall jacket.

84210

MARS 20 Gauge
Thermostat Cable - 
UL Listed

Specifications: UL type CL2. 
UV rated. Temp rating 
-20°C to +60°C. Meets UL
subject 13 per article 725 of the
1990 National Electric Code
(NEC) for power limited circuit
cable. Soft drawn bare copper,
semi-rigid pvc insulation and
PVC overall jacket.

84211

Shielded Plenum 
T-Stat Wire - 
UL Listed - Type
CL2P-Stranded

84401

Plenum T-Stat Wire - Solid UL Listed

• Temp rating (-20˚C to 75˚C)   
• UL type, CL2P
• Thermoplastic jacket 

(2500 PSI min)
• Thermoplastic insulation

(2000 PSI min)
• Can be used in overhead

plenum area without conduit

MaRs No. dEsCRiptioN MaRs paCK

84241 18 AWG, 2 conductors, 500 ft. spool 4
84242 18 AWG, 3 conductors, 500 ft. spool 4
84243 18 AWG, 4 conductors, 250 ft. spool 4
84244 18 AWG, 5 conductors, 250 ft. spool 4
84245 18 AWG, 6 conductors, 250 ft. spool 4
84246 18 AWG, 8 conductors, 250 ft. spool 4

84241

Accessories

84461

MaRs No. dEsCRiptioN Lbs. Mft MaRs paCK
84461 18 AWG, 2 conductors, 500 ft spool 4 4

MaRs No. dEsCRiptioN Lbs. Mft MaRs paCK
84211 20 AWG, 2 conductors, 500 ft. spool 11 4
84212 20 AWG, 3 conductors, 500 ft. spool 15 4
84213 20 AWG, 4 conductors, 250 ft. spool 20 4
84214 20 AWG, 5 conductors, 250 ft. spool 24 4
84215 20 AWG, 6 conductors, 250 ft. spool 27 4
84217 20 AWG, 8 conductors, 250 ft. spool 35 4

MaRs No. dEsCRiptioN Lbs. Mft MaRs paCK
84201 18 AWG, 2 conductors, 500 ft. spool 15 4
84202 18 AWG, 3 conductors, 500 ft. spool 21 4
84203 18 AWG, 4 conductors, 250 ft. spool 27 4
84204 18 AWG, 5 conductors, 250 ft. spool 34 4
84205 18 AWG, 6 conductors, 250 ft. spool 40 4
84206 18 AWG, 7 conductors, 250 ft. spool 45 4
84207 18 AWG, 8 conductors, 250 ft. spool 51 4
84209 18 AWG, 10 conductors, 250 ft. spool 63 4
84210 18 AWG, 12 conductors, 250 ft. spool 74 4
84231 18 AWG, 2 conductors, 250 ft. spool 15 4
84232 18 AWG, 3 conductors, 250 ft. spool 21 4




