
USB Modem Quick Start
This Quick Start describes USB faxmodem installation for
personal computers using Windows 98SE, Me, 2000, XP, or
equivalent. Please make sure you have the following items:
modem, telephone cord, USB cable, and software on CD-
ROM.

Installing the Drivers
You must first run this InstallShield™ program before you
connect your faxmodem hardware.

IMPORTANT

If your computer already has an internal PCI
modem installed, you should remove the
modem and its drivers now. Your old
modem may interfere with the installation of
your new modem. Please refer to page 4
now.

1 Your computer should be turned on. Close any applications
you have running.

Insert the CD-ROM disc that came with your faxmodem into
your CD-ROM drive. The CD-ROM disc should
automatically start after a few seconds and display an
installation screen.

If the CD does not start automatically: Click the My
Computer icon on your desktop; then double-click the icon
for your CD-ROM drive. If the installation program doesn’t
begin right away, double-click launch.exe or setup.exe.

2 When the installation screen appears, click Install Modem
Drivers and then USB Drivers.

3 The installation program begins. Click Next.

4 Windows 98SE: Your operating system drivers require
updating. Click Finish when prompted to do so. In a few
moments, a Windows 98 Second Edition Q242004 update
box appears; click Yes. The Windows License Agreement
box appears; click Yes. When the installation is complete,
you will be prompted to restart your computer.
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Windows Me/2000/XP: Click Finish and restart your
computer when prompted to do so.

Connecting the Faxmodem to Your Computer

1 Make a note of the serial number of your faxmodem, which
is located on the bottom of the case, just under the
barcode.

2 Connect the USB cable by plugging the cable’s square end
into the USB jack on the back of the faxmodem. Plug the
other rectangular end into the USB connector on your
computer.

3 Turn your computer back on.

Windows 2000: You may see a dialog box stating Digital
Signature Not Found. You can safely ignore this message
and click Yes.

Windows XP: You may see a standard disclaimer dialog
box regarding Windows logo testing. You can safely
disregard this message and click Continue Anyway.

4 Connect the phone cord. Plug one end of the cord into the
phone jack on the back of the modem. Plug the other end
into the wall jack just as you would a telephone.

Note: Use the supplied telecommunication cable or an
equivalent of minimum AWG 26 line cord.

Confirming the Installation
Your computer should be turned on.

1 Windows 98SE/Me: From the computer’s desktop, go to
Start | Settings | Control Panel and double-click the
Modems icon.
Windows 2000: From the computer’s desktop, go to Start |
Settings | Control Panel | Phone and Modem Options
and then click the Modems tab.
Windows XP: From the computer’s desktop, go to Start |
Control Panel | Printers and Other Hardware; double-
click the Phone and Modem Options icon; and then click
the Modems tab.

• If prompted, enter your location information.
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• Click the entry for your modem and then click Properties.
• Set the Maximum speed to the highest speed available

(probably 115,200). This sets the speed at which the
computer communicates internally with the faxmodem.

2 Click the Diagnostics or Modem tab. Click More info or
Query Modem. Make a note of the Port and Interrupt
entries if they are displayed.

This step also tests the modem. You will see a list of AT
commands and responses, indicating that your new modem
is properly connected.

Important—If Your Computer Had an Existing Modem

You must redirect your application software so that it recognizes
your new modem.
• America Online Users:

From the AOL Welcome screen, click the Setup button; then
click Expert Setup. Select the Devices tab and then double-
click the name of your new modem.

• Dial-up Networking Users:
From your computer’s desktop, double-click the My
Computer icon and then Dial-up Networking. Double-click
the icon labeled Make New Connection, select your new
modem from the dropdown list, and follow the prompts.

Installing the Modem’s Communications Software
The accompanying CD describes the communication software
package included with your modem and provides easy point-
and-click installation. Please run the modem’s CD now. You
should not install the drivers again, but you can install any
application software you like.

V.92 Modems Only: How to Use Modem-on-Hold
If your USB faxmodem is a V.92 model, it includes the
NetWaiting Modem-on-Hold program from BVRP Software. This
Quick Start provides basic information about using the
NetWaiting software. For more details, please refer to
NetWaiting’s built-in help.
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Note: Your Internet Service Provider (ISP) must support the
V.92 protocol; otherwise not all the Modem-on-Hold
features will work. Contact your ISP if you are unsure.
Also, you must have Call Waiting/Caller ID (Type 2
Caller ID) service from your telephone company to use
the modem's Call Waiting/Caller ID feature.

When you turn your computer back on after installing your
modem software and hardware, you will see NetWaiting’s yellow
telephone icon in your computer’s system tray. (If you do not see
it, from the desktop go to Start | Programs | NetWaiting and
then select NetWaiting to display the icon.)
Tip: To avoid the step of re-activating Modem-On-Hold every
time you log on, right-click the system tray icon and select
Settings | Launch at Windows startup.

If someone calls while you are online, the NetWaiting box
displays on your computer screen, offering three choices.

• Place your Internet connection on hold and accept the call
(click the OK icon).

• Reject the call and remain connected to the Internet (click
the red X icon).

• Disconnect your Internet connection and accept the call
(click the Disconnect icon).

Note: The length of time that your modem can be on hold varies
depending on your ISP. Check with your provider.

Removing an Internal Modem and its Drivers
You should follow these instructions if your computer already has
an internal PCI modem installed, and you want to replace it with
your new modem.
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1 Click Start | Settings | Control Panel; then double-click the
Modems icon, and Remove.

2 Remove the old modem as follows:
a Shut down and turn off the computer.
b Take the cover off the computer.
c Unplug any cords connected to the card.
d Remove the screw that is holding the modem card in

place and slide the card out.

Return to Installing the Drivers on page 1 to continue with
the installation.

Removing Your USB Faxmodem
If you ever want to remove your USB modem, follow these steps.

1 From the desktop, go to Start | Settings | Control Panel
and double-click Add/Remove Programs. Delete your
USB modem. Follow the onscreen instructions and click
Finish.
(Depending on which version of Windows you are using,
some of these buttons may have slightly different labels.).

2 The Modem Properties or Phone and Modem Options
dialog box appears. Select the modem you are uninstalling
and click Remove.

3 Shut down your computer and unplug your modem.

If You Need Help
Tip: If your modem is not working, first try turning off your

computer and restarting it.

That’s it! If you have any problems, please consult your full-
length user’s manual located on your CD.
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U.S. FCC Part 68 Statement
This equipment complies with Part 68 of the FCC rules and the requirements
adopted by the ACTA. The unit bears a label on the back which contains among
other information a product identifier in the format US:AAAEQ##TXXXX. If
requested, this number must be provided to the telephone company.

This equipment uses the following standard jack types for network connection:
RJ11C.

This equipment contains an FCC compliant modular jack. It is designed to be
connected to the telephone network or premises wiring using compatible modular
plugs and cabling which comply with the requirements of FCC Part 68 rules.

The Ringer Equivalence Number, or REN, is used to determine the number of
devices which may be connected to the telephone line. An excessive REN may
cause the equipment to not ring in response to an incoming call. In most areas,
the sum of the RENs of all equipment on a line should not exceed five (5.0).

In the unlikely event that this equipment causes harm to the telephone network,
the telephone company can temporarily disconnect your service. The telephone
company will try to warn you in advance of any such disconnection, but if
advance notice isn't practical, it may disconnect the service first and notify you as
soon as possible afterwards. In the event such a disconnection is deemed
necessary, you will be advised of your right to file a complaint with the FCC.

From time to time, the telephone company may make changes in its facilities,
equipment, or operations which could affect the operation of this equipment. If
this occurs, the telephone company is required to provide you with advance
notice so you can make the modifications necessary to obtain uninterrupted
service.

There are no user serviceable components within this equipment. See Warranty
flyer for repair or warranty information

It shall be unlawful for any person within the United States to use a computer or
other electronic device to send any message via a telephone facsimile unless
such message clearly contains, in a margin at the top or bottom of each
transmitted page or on the first page of the transmission, the date and time it is
sent and an identification of the business, other entity, or individual sending the
message and the telephone number of the sending machine or of such business,
other entity, or individual. The telephone number provided may not be a 900
number or any other number for which charges exceed local or long distance
transmission charges. Telephone facsimile machines manufactured on and after
December 20, 1992, must clearly mark such identifying information on each
transmitted message. Facsimile modem boards manufactured on and after
December 13, 1995, must comply with the requirements of this section.

This equipment cannot be used on public coin phone service provided by the
telephone company. Connection to Party Line Service is subject to state tariffs.
Contact your state public utility commission, public service commission, or
corporation commission for more information.

U.S. FCC 47 Part 15 Emissions Statement
This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential
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installation. This equipment generates, uses and can radiate radio frequency
and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:

• Reorient or relocate the receiving antenna.

• Increase the separation between the equipment and receiver.

• Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

• Consult the dealer or an experienced radio/TV technician for help.

Industry Canada Emissions Statement
This Class B digital apparatus meets all requirements of the Canadian
Interference-Causing Equipment Regulations.

Cet appareil numérique de la classe B respecte toutes les exigences du
Règlement sur le matériel brouilleur du Canada.

Industry Canada CS03 Statement
Notice: The Industry Canada label identifies certified equipment. This certification
means that the equipment meets telecommunications network protective,
operational and safety requirements as prescribed in the appropriate Terminal
Equipment Technical Requirements document(s). The Department does not
guarantee the equipment will operate to the user's satisfaction.

Before installing the equipment, users should ensure that it is permissible to be
connected to the facilities of the local telecommunications company. The
equipment must also be installed using an acceptable method of concern. The
customer should be aware that compliance with the above conditions may not
prevent degradation of service in some situations.

Repairs to certified equipment should be coordinated by a representative
designated by the supplier. Any repairs or alterations made by the user to this
equipment, or equipment malfunctions, may give the telecommunications
company cause to request the user to disconnect the equipment.

Users should ensure for their own protection that the electrical ground
connections of the power utility, telephone lines and internal metallic water pipe
system, if present, are connected together. This precaution may be particularly
important in rural areas. Caution: Users should not attempt to make such
connections themselves, but should contact the appropriate electric inspection
authority, or electrician, as appropriate.

Notice: The Ringer Equivalence Number (REN) assigned to each terminal device
provides an indication of the maximum number of terminals allowed to be
connected to a telephone interface. The termination on an interface may consist
of any combination of devices subject only to the requirement that the sum of the
Ringer Equivalence Numbers of all the devices does not exceed 5.
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CE Compliance Statement
Hereby the manufacturer declares that this equipment is in compliance with the
essential requirements and other relevant provisions of Directive 1999/5/EC.

Valmistaja vakuuttaa täten että laite on direktiivin 1999/5/EY oleellisten
vaatimusten ja sitä koskevien direktiivin muiden ehtojen mukainen.

Hierbij verklaart de fabrikant dat het toestel in overeenstemming is met de
essentiële eisen en de andere relevante bepalingen van richtlijn 1999/5/EG.

Bij deze verklaart de fabrikant dat deze apparaat voldoet aan de essentiële eisen
en aan de overige relevante bepalingen van Richtlijn 1999/5/EC.

Par la présente le fabricant déclare que cet appareil est conforme aux exigences
essentielles et aux autres dispositions pertinentes de la directive 1999/5/CE.

Par la présente, le fabricant déclare que cet équipement est conforme aux
exigences essentielles et aux autres dispositions de la directive 1999/5/CE qui lui
sont applicables.

Härmed intygar producenten att denna produkt står I överensstämmelse med de
väsentliga egenskapskrav och övriga relevanta bestämmelser som framgår av
direktiv 1999/5/EG.

Undertegnede producenten erklærer herved, at følgende udstyr overholder de
væsentlige krav og øvrige relevante krav i direktiv 1999/5/EF.

Hiermit erklärt der Hersteller dass sich dieses Produkt in Übereinstimmung mit
den grundlegenden Anforderungen und den anderen relevanten Vorschriften der
Richtlinie 1999/5/EG befindet. (BMWi)

Hiermit erklärt der Hersteller die Übereinstimmung des Gerätes mit den
grundlegenden Anforderungen und den anderen relevanten Festlegungen der
Richtlinie 1999/5/EG. (Wien)

ΜΕ ΤΗΝ ΠΑΡΟΥSΑ ΕΡΓΟΣΤΑΣΙΆΡΧΗΣ ΔΗΛOΝΕΙ ΟΤΙ SΥΜΜΟΡFOΝΕΤΑΙ
ΠΡΟS ΤΙS ΟΥSΙOΔΕΙS ΑΠΑΙΤΗSΕΙS ΚΑΙ ΤΙS ΛΟΙΠΕS SΧΕΤΙΚΕS ΔΙΑΤΑΞΕΙS
ΤΗS ΟΔΗGΙΑS 1999/5/ΕK.

Con la presente il fabbricante dichiara che questo apparecchio è conforme ai
requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla direttiva
1999/5/CE.

Por medio de la presente el fabricante declara que el equipo cumple con los
requisitos esenciales y cualesquiera otras disposiciones aplicables o exigibles de
la Directiva 1999/5/CE.

O fabricante declara que este equipamento está conforme com os requisitos
essenciais e outras disposições da Directiva 1999/5/CE.

Additional compliance details are included in the user’s manual on the
accompanying CD.
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