
Setting up your USB Mini modem for faxing in Mac OS X v10.6 or 
later, including v10.8 (Mountain Lion) 
 

If you have not done so, connect the modem to your computer 
 

1. Connect the cable end of the modem to a USB port on the back or side of your computer. 
(Note: Do not connect the modem to a USB port on a keyboard.)  

 

2. Connect the phone jack on the modem to the supplied phone cord, and plug the other end of 
the cord into the wall telephone jack. 

 
 

Add the modem as a fax/printer device 
 

 

Note: The following steps assume you will be using Mac OS X’s built-in fax capability. If you 
have third-party fax software such as PageSender, please refer to that software’s 
documentation or online help for information on setting up your computer for faxing. 
 

 

1. From the Apple menu, select System Preferences, and then click Print & Scan (or Print & 
Fax). (If you see a dialog box saying that a new interface or port has been detected, click 
Open Network Preferences, and then click Apply.) 

 

2. The Print & Scan (or Print & Fax) preferences open. Click the + (Add) button on the left 
pane of the window. If prompted, choose Add Other Printer or Scanner. 

 

 
 

 

3. In the resulting Add (or Add Printer) window, click the Fax icon. 
 

4. Ensure USB Modem is selected, and then click Add.  
 



 
 

5. You will be returned to the main Print & Scan (or Print & Fax) preferences window. Ensure 
the USB Modem is selected. If you will be receiving faxes: Click Receive Options on the 
right pane, select “Receive faxes on this computer,” specify the number of rings you wish to 
answer after, and then click OK. (Note that when receive mode is enabled, the modem will 
answer every incoming call, including voice calls.) 

 

 
 
 

 
Your modem is now set up to send or receive faxes. For more information about sending or 
receiving faxes, please refer to fax help topics in Mac OS X’s Help: Click the Help menu at the 
top of the screen and search for “faxing” (without quotes).  


