
Installing the USB Mini modem on Mac OS X v10.5 or later, 
including v10.8 (Mountain Lion) 
 

Connect the modem to your computer 
 

1. Connect the cable end of the modem to a USB port on the back or side of your computer. 
(Note: Do not connect the modem to a USB port on a keyboard.)  

 

2. Connect the phone jack on the modem to the supplied phone cord, and plug the other end of 
the cord into the wall telephone jack. 

 

Configure the modem 
 

1. From the Apple menu, select System Preferences, and then click Network to open the 
Network preferences. 

 

2. On the left pane, select USB Modem from the list of connection services. If the modem is not 
listed there, click the + (Add) button below the list. In the resulting pop-up window, select 
USB Modem from the Interface drop-down menu, enter a Service Name (you can accept 
the default name), and then click Create.  

 

 
3. Click the Advanced button on the right pane. 
 

4. Ensure the Modem tab is selected, and then choose the following: 
Vendor: Zoom 
Model: Universal (115k) 
 
 

 
 



5. If your Internet service provider (ISP) has given you DNS or Proxies information, open those 
tabs and enter the information.  

 

6. Click OK to return to the main Network preferences window. 
 

7. Enter the telephone number and account information your ISP has given you, and then click 
Apply.  (Note: You can accept the Default configuration.) 

 

 
8. Your modem is now installed and ready for use. To connect the modem to the Internet, click 

the Connect button in Network preferences. When you are finished with your Internet 
session, click Disconnect. Alternatively, if “Show modem status in menu bar” is selected 
(see the above screenshot), you can connect and disconnect via the modem/phone icon at 
the top of the screen.   


