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1 
Installing Your New Modem 

This chapter describes how to install your modem on a computer or 3G router.   

 
Connecting to the Internet 
To connect to the Internet with your new modem, you must: 

1 Sign up for a mobile broadband service plan. 
2 Slide the service provider’s SIM card into your modem. 
3 Install the modem on your computer or 3G router and make an Internet 

connection.  
 
Step 1: Sign Up for a Mobile Broadband Service Plan 
Most countries have one or more GSM service providers who offer mobile broadband 
service. When you sign up for service, you will get a SIM card to slide into your modem. 
When you go to sign up for service, make sure to bring the IMEI number of the modem 
with you. (To find the IMEI number, hold the modem with the text facing you and 
remove the cap by pulling it away from the unit. The USB connector is now exposed. 
Turn the modem over and slide the back panel cover to the right and carefully lift and 
remove the back panel cover.  Write down the IMEI number from the label.)  
 
As you travel, you may save money and get better coverage by using different service 
providers for different countries or regions. Wherever you are, just make sure that you 
slide in the SIM for the service provider you want to use. You should select a GSM 
service provider who uses at least one of this modem’s GSM frequencies, ideally 900 or 
2100 MHz since these are used with the modem’s highest speeds.  
 
Step 2: Slide the Service Provider's SIM Card into Your Modem 
To slide the SIM card into your modem, please follow these steps: 
1 Hold the modem with the text facing you, and remove the cap by pulling it away from the unit. 

The USB connector is now exposed. 
 

                                                 
 
 



2 Turn the modem over, slide the back panel cover away from the USB connector, and 
carefully remove the back panel cover to expose the SIM and microSD slots. (The modem 
supports standard microSD memory cards with up to 16 GB storage capacity.) 
 
 

        
 

3 Place the modem so that its USB plug is to your left,  Hold the SIM card with its angled edge 
at upper right, then carefully slide the card under the bar on the open panel until the bottom of 
the card rests against the lower groove. Do not push the card beyond the lower groove. 

 

                          
 

4 Replace the back panel cover.  In doing that, first put the small tab on the bottom of the cover 
into the modem’s slot, with the cover almost flush with the modem. Then slide the cover 
toward the silver-colored USB connector. 

 
Step 3: Install the Modem on Your Computer or 3G Router, and Make an 
Internet Connection  
If you are using the modem with a computer, please go to the appropriate section for 
Windows or Macintosh computers. 
 

If you are using the modem with a 3G router, simply plug the modem into the USB port of 
the router. Then power up the router. If the router is compatible with the modem, it should 
work automatically if you’re in an area where your Internet service is available. The 
modem's LED will stay green when it's online.   
 

Zoom has 3G routers that let you share your 3G USB modem connection with WiFi®-
compatible computers, phones, and other products.  For more information, please see 
www.zoomtel.com/3Grouter 
 
Installing the Modem on Windows 7, Vista, or XP Computers 

a Power on your computer. Plug the modem into a USB port on your computer. 
 

Windows 7 / Vista users: If the AutoPlay dialog opens, click Run 
ShowModem.exe. If the User Account Control dialog opens, click Allow or 
Yes. 
 

b Follow the on-screen instructions. 
c When your modem setup is complete, you will be asked whether to restart the 

computer. Click Finish to reboot your computer and complete the installation. 
d Once your computer is on, double-click the Zoom 14.4 3G+ USB modem icon 

on your Desktop (or click Start > Programs (or All Programs) > Zoom 14.4 
3G+ USB modem from the task bar) to open the application.  (If the User 
Account Control dialog opens, click Yes.)  

http://www.zoomtel.com/3Grouter


 
 

e Click Connect to connect to the network. If the Connect profile list pops up, 
select your provider and click OK. 

f Open your Internet browser and connect to a web site. 
If you connected to the Internet successfully, you are all set.   
 

Note: You can view upload and download data transfer speeds from the Statistics 
page of the Configuration Manager by clicking on the Statistics icon.  
Congratulations! 
 

If you can’t connect to the Internet, please refer to Troubleshooting the 
connection for Windows and Macintosh computers. 

 
Installing and connecting on Mac OS X 10.5 or higher computers 

a Plug the modem into an available USB port on your computer. A CD icon labeled 
Modem appears on the desktop. 

b Double-click the CD icon labeled Modem, then double-click the MAC 
Installation icon.  

c If prompted for a Password, use the password that you used to create your Mac 
user account. 

d Click Restart to reboot your computer and complete the installation. 
e If prompted for a Password, use the password that you used to create your Mac 

user account. 
f Click Connect to connect to the network. If the Connect profile list pops up, 

select your provider and click OK. 
g Note: If the Zoom 14.4 3G+ USB Modem Configuration Manager window 

doesn’t pop up automatically, you can open it by double-clicking the Zoom 14.4 
3G+ USB modem icon from the desktop. (If a Password prompt appears, use 
the same password that you used to create your Mac user account.)  

h Open your Internet browser and connect to a web site. 
If you connected to the Internet successfully, you are all set.   
 

Note: You can view upload and download data transfer speeds from the Statistics 
page of the Configuration Manager by clicking on the Statistics icon.  
Congratulations! 
 

If you can’t connect to the Internet, please refer to Troubleshooting the 
connection for Windows and Macintosh computers. 

 
Troubleshooting the connection for Windows and Macintosh computers 
If the connection fails and you are unable to connect to a web site, it might be because 
your service provider requires that you enter specific information to activate your service 
plan or define your connection profile. For instance, you might need to enter a username, 
password, and APN number. Please ask your provider for the correct entries (or look for 
the information in the SIM card packaging), then click on the Settings icon on the 
Configuration Manager to enter the information. You may also consult Appendix A: 
Troubleshooting on page 1223. 



2 
Using Your 14.4 3G+ Modem 

This chapter describes the Zoom 14.4 3G+ Modem features and tools.  

The Modem Interface and Tools 

After installing your hardware and software, you can start the application by clicking the 
Zoom 14.4 3G+ Modem's icon on the Desktop or by selecting the application from the Start (or 
Applications) menu. 

 

The modem application's main window opens.  

 

http://www.zoomtel.com/3Grouter
http://www.zoomtel.com/3Grouter
http://www.zoomtel.com/3Grouter


 
 

The Tool Bar 

The Tool Bar on the modem's main window contains the icons that you can use to perform 
a variety of tasks.  

 

Click this icon To do this 

 or   
Connection (Wireless Network) 

Connect to or disconnect from the 
network. 

See To connect to the Internet  on 
page 9 and To disconnect from 
the Internet on page 10 for 
detailed information. 

 

 
Statistics 

View upload and download 
volume and speeds. 

 
Phonebook 

Access Phonebook, where you 
can add, remove, edit, import, and 
export contact addresses used for 
email and text messaging.  

See Phonebook on page 16 for 
detailed information. 

 

 
Short Message Service (SMS) 

Access SMS text messaging 
features. 

See Using the Short Message 
Service (SMS) on page 19 for 
detailed information. 

 

 
Settings 

Select and/or specify connection 
profiles and network configuration 
services. 

See Using the Settings Menu on 
page 10 for detailed information. 



 

Connection Status Information 

When you start the application, the modem locates the default network information for 
your service and displays it in the lower left of the main window.  
The network information displayed is based on your SIM card and the network services 
from your service provider. The following example shows information about an AT&T SIM 
card's network connection and services. 

 

 
This network icon and text Provides this information 

 

 AT&T 
Network Connection 

Specifies the name of the network 
connection service that is currently 
being used. In this example, AT&T 
is the service. 
 

 
Network Type 

G indicates that the connection 
adheres to GPRS/GSM network 
standards.  
 
GPRS/GSM supports up to 85.6K 
bps download and 42.8K bps 
upload data transfer rates.  
The Zoom 14.4 3G+ modem 
supports GPRS/GSM for 850, 900, 
1800, and 1900 MHZ frequencies. 
 

U indicates that the connection 
adheres to the 3G UMTS network 
standard.  
 
UMTS supports up to 384K bps 
download and upload data 
transfer rates. It supports 
900/2100 MHZ frequencies. 



 
 

 

Signal Status Bar 

Indicates the signal strength of the 
connection.  
TIP: To improve signal strength, 
tilt the modem to a vertical 
orientation. 

H or E  
Supported Data Services  

H is displayed when HSPA 
service is being used for data 
transfer. HSPA supports up to 
14.4M bps download data transfer 
rates and up to 5.76M bps upload 
data transfer rates.  HSPA 
supports 900/2100 MHz 
frequencies. 
 

E is displayed when EDGE is 
being used for data transfer. 
EDGE supports up to 237K bps 
download and 118k bps upload 
data transfer rates.  Edge supports 
850/900/1800/1900 MHz 
frequencies. 
 

No icon is displayed if GPRS is 
being used. 
 

Note: In the Network Mode 
section, the default setting Auto 
searches for the highest speeds.  
Most users will not need to change 
the default Network Mode. See 
page 10 for details.  

 

Connecting to the Internet 

You can connect to the Internet using the default connection profile or an alternate. The 
following section describes how to connect using the default profile. See To select the 
network connection on page 10 to learn how to use an alternate profile. 

To connect to the Internet 

1 Click  on the main window's Tool Bar. 

2 Click Connect. If the Connect profile list appears, highlight your provider by clicking 
on it and then click OK. If the Connect profile list doesn’t appear, continue with step 
3. 

3 Wait several seconds until the connection is established. Open your browser and 
enter the URL of a web site. 



 

Disconnecting from the Internet 

To disconnect from the Internet 

Click  on the main window's Tool Bar. Click Disconnect. Wait several seconds until the 
connection is closed.  

Using the Settings Menu 

Click the Settings icon  on the main window to open the Settings menu.  
 

 

 

 

To select the network mode 
The Network Mode is set to Auto by default. Most users will not need to change this. If you 
need to manually force a specific Network mode, see the instructions below. 

• From the Settings menu, select Network Mode > EDGE /GPRS Only to make that 

connection type. The E icon appears next to the signal strength icon and the 
modem's LED is purple (EDGE) or yellow (GPRS). 

• From the Settings menu, select Network Mode > UMTS/HSPA Only to make that 

connection type. The H icon appears next to the signal strength indicator and 
the modem's LED is green (HSPA) or blue (UMTS). 

Note:  If the selected network connection mode is unavailable, the modem displays a 
No Service message in the status field on the main window and the modem's LED 
flashes red intermittently. 

To select the network connection 

1   From the Settings menu, select Network mode.  Select Auto (the default) to let the modem select 
the default network connection. 



 
 

2   From the Settings menu, select Network search > Manual search to open the network 
connections' list. 
A new window opens and displays a list of network connections. 

  
• Operator specifies the service provider. 
• Network Type specifies the network mode. 
• Status specifies the service that is being used (Current) or an alternate that 

can be used (Available). 
3   Select one of the items from the list and then click Select to activate that connection. 

 

 

 

To enable or disable the PIN code 

Note: By default, the PIN code for the SIM card is disabled. Most users do not need to 
secure the SIM card. You should accept the default and not enable your PIN code. 

If your service provider enabled the PIN code in order to secure the SIM card, please 
follow these steps: 

1 Select Settings > PIN management > Enabled PIN. 

2 Enter the PIN and click OK.  

You can try three times to enter the correct PIN code; after three incorrect attempts, 
the SIM card will be blocked.  

3 If the SIM card is blocked, a PUK dialog box opens and asks you to enter the correct 
PUK code. Contact your provider to get the PUK code, then enter the number to 
unblock the SIM card.  

4 Click OK. The default PIN code will be retrieved.  

When you enter the correct PIN code, the application launches with all features 
enabled. 

Caution! If you fail to input the correct PUK code after 10 attempts, you must contact 
your service provider to get new codes. 



 

To modify the PIN code 

1 Select Settings > PIN management > Modify PIN to change the active PIN code. 

When the Modify PIN dialog opens: 

a Enter the old PIN 

b Enter the new PIN 

c Confirm the new PIN 

d Click OK to save it. 

Important! DO NOT modify the PIN code without discussing the change with your service 
provider. 

 

To add a new connection profile 

1 From the Settings menu, select Connection > Connection setting. 

2 On the Connection setting page, click New. 

3 On the Profile page, enter the required information, then click OK. 

 
The new profile is added to the network connection profiles list. You can select it as your 
network connection by selecting Settings > Network search > Manual search. 

 

To add a new profile from the predefined list 

1 From the Settings menu, select Settings > Connection setting. 

2 Click Predefined. 

3 From the Predefined list, choose a profile, highlight it, then click OK. 



 
 

 
The selected profile is added to the network connection profiles list. You can select it as 
your network connection by selecting Settings > Network search > Manual search. 

 

To set the default connection profile 

1 Select Settings > Connection setting. 

2 Select one of the available profiles and then click Set Default. 

 

 

To edit a connection profile 

1 Select Settings > Connection profile. 

2 Select the profile that you want to modify, then click Edit. 

3 Edit the entries, then click OK. 

 



 

To delete a connection profile 

1 Select Settings > Connection setting. 

2 Select the profile that you want to delete, then click Delete. 

3 When prompted, click OK to delete the profile.  

 

To view and save diagnostics  

1 Select Settings > Diagnostics to open the Diagnostics page. 

 

2 On the Diagnostics page, click Export to save the information as a text (.txt) file on your 
PC. 

 

To set SMS parameters 
From the SMS settings menu, you can view and change the default number for routing 
your text messages, enable or disable the SMS status report, change the default SMS 
prompt alert tone, and select where to store messages (on the PC or on the SIM card). 
 

1 From the Settings menu, select Settings > SMS Settings to open the SMS Settings window. 



 
 

 

2 Edit the field entries. 
• The SMS Center field displays the default number for routing your text messages. 

This number is defined by your SIM card's service provider. Check with your 
service provider before changing this number. 

• The New SMS prompt alert field specifies the sound (the .wav file) used to signal 
that you've received a new message. You can select a different .wav file by using 
the Browse option. Your selection will be saved on your PC. 

3 Click the checkbox to enable the New SMS prompt alert. 

4 Click OK to save your changes. 

 

To set the Internet connect/disconnect alert 

1 From the Settings menu, select Settings > Connection > Sound  to open the Sound 
window. 

 

2 Click the checkboxes to specify whether or not you want a sound prompt when the 
Internet connection is established and when it is terminated. 

3 Click OK.  



 

Using the Phonebook 

You can use the Phonebook service to set up and manage your contacts for text 
messaging. 

Click the Phonebook icon  on the modem's main window to open the Phonebook 
window.  

 
 

To add a new contact 

1 On the Phonebook window, click the + icon to open the New contact window. 

2 Enter the New contact information, select PC or (U)SIM from the Storage menu, then click 
OK. 

 



 
 

 

To view your contact list  

1 On the Phonebook window, click All to see the list of contacts.  
The icon to the left of the contact name specifies where the information is stored. 

 
 

 

You can store contact information on both your PC and (U)SIM by editing the initial entry 
and changing the Storage selection on the Edit Contact dialog. 

To edit contact information 

1 On the Phonebook window, click a Contact entry. Click Edit on the Tool Bar. 

2 On the Edit Contact window, edit the Contact information, select PC or (U)SIM from the 
Storage menu, then click OK. 

 



 

To delete contact information 

1 On the Phonebook window, click a Contact entry, then click Delete on the Tool Bar. 

2 When prompted, click OK to confirm that you want to delete the contact information. 

To find contact information 

1 On the Phonebook window, type the contact name or number in the search field on the 
Tool Bar, then click the Search icon. 

If the information is stored, the application retrieves and displays it. 

 

 

To copy contact information to a new location 

1 On the Phonebook window, select one or more contacts from the contacts list. 

2 Click Copy to from the Tool Bar, then select a new location for storing the information. 

 

To export contact information 

1 On the Phonebook window, select one or more contacts from the contacts list. 

2 Right-click on the contact and click one of the options (e.g. Export selected contacts to 
Vcard, Export selected contacts to CSV, or Export selected contacts to Outlook) from the 
menu. 

3 On the displayed window, specify whether you want to store the information on your 
PC as a text file or as a vCard (which can be imported into your email address book), 
and where on your PC you want the information to be stored.  

4 Click OK to confirm. 

 

To import vCard contact information 

1 In the Phonebook window, right-click in the contacts list area click one of the options 
(e.g. Import Vcard file, Import CSV file, or Import Outlook file) from the menu. 



 
 

2 On the displayed window, specify where you want to import the contact information.  

3 Click OK to confirm 
 

Using the Short Message Service (SMS)  

You can use the Short Message Service (SMS) to create and manage your text messages.  

To open the SMS window 

Click the SMS icon  on the modem's main window to open the SMS window.  

 

To create a new text message 

1 On the SMS window, click the New icon.  

 

2 In the New SMS window, type your message. 

3 Type a contact name(s) or number(s) in the Send to... field. Separate each name or 
number with a comma. 



4 Alternately, you can click Send to... to view a list of contacts and select the name(s) 
or number(s) of your message recipients.  

 
You can select multiple names or numbers from the displayed list, using the SHIFT or 
CTRL keys. 

Click OK to close the list. 

5 Send the message or Save as a Draft. 

To edit a draft text message 

1 From the left-side menu of the SMS window, click Draft. 

2 From the displayed list of draft messages, double-click the message to be edited.  

3 Edit, then Save or Send the message. 

 

To view received text messages 

1 To view your message(s), click the SMS icon to open the SMS window. 

2 On the SMS window, click Inbox, then double-click the unread message(s). 

 

To reply to a message 

1 On the SMS window, select a message from the Inbox and then click on Reply. 

A message window opens with the recipient’s number displayed in the To... field.  

2 Type your reply in message field, and then click Send. 



 
 

 

To forward a message 

1 On the SMS window, select a message from the Inbox and then click on Forward. 

A message window opens with the text message displayed in the message field.  

2 Enter the recipient's name or number in the To... field, then click Send. 

 

To delete a message  

1 On the SMS window, select one or more messages from a message folder.  Then 
click Delete. 

2 When prompted, click OK to confirm the deletion. 

 

To resend a message 

1 On the SMS window, select one or more message(s) from the Outbox folder, then click 
on Send. 

 

To export a message 

1 On the SMS window, select a message from one of the message folders. 

2 Right-click on the message and click Export as text from the menu. 

3 On the displayed window, specify where on your PC you want to store the message. 
(The message will be stored as a text file.) 

4 Click OK to confirm. 



Closing the Zoom 14.4 3G+ Modem Application 

To close the application, follow these steps: 

1 Close the application's main window. 

2 Right click the Zoom modem's icon in the lower right tray bar on your Desktop or 
Dock. 

 
 

Uninstalling Your Modem 
To uninstall your modem, please follow these steps: 

(Windows 7 users: Close the 14.4 3G+ Modem application from the desktop and sys tray). 

1 From the Desktop, select Start > All Programs (or Programs) > Uninstall Zoom 14.4 3G+ 
Modem and follow the prompts. 

2 Reboot your computer.  



 
 

Appendix A: Troubleshooting 
 

If the modem is unable to make a connection, check to make sure: 
• You have inserted a SIM card properly into the modem. (Check with your service 

provider if you think you might be having problems with the SIM card.)  You will 
see the message No (U) SIM  on the bottom left corner of the Configuration 
Manager’s main page if there is no SIM card in the modem.  

• Re-oriented the flexible USB connector cable to make sure you are receiving a 
strong signal. 

• Entered information provided by your service provider including the APN number, 
username and password correctly. To re-enter the correct settings, follow the 
section below. 

 

Troubleshooting the connection on Windows and Macintosh 
computers 
If your connection failed and you are unable to connect to a web site, follow these 
steps: 
a From the main window of the Zoom 14.4 3G+ USB Configuration Manager click the 

Settings icon  to open the Settings menu. 
b Select Connection profile from the menu. 
c Select the profile that you want to modify, then click Edit. 
d Edit the entries, then click OK. 

e On the Zoom 14.4 3G+ USB window, click the Internet Connection icon  to 
connect to the Internet using the default profile that you set up. 

f Click on the Statistics button to view incoming and outgoing data transfers. 
g Open your Internet browser and connect to a web site. 

 



Appendix B:  
To Register Your Product Or Get Assistance 

 

We can support you best if you register your product at www.zoomtel.com/register   
We have many ways to assist you, and you can see them at 
www.zoomtel.com/techsupport 
 

 
Tech Support Numbers  
 

US: (617) 753-0965 
UK (London): +44 2033180660         
UK (Manchester): +44 1618840074 
 
 

http://www.zoomtel.com/techsupport


 
 

Appendix C: FCC Regulations 
 

This device complies with part 15 of the FCC Rules. Operation is subject to the condition that this device does not cause harmful 
interference. 

This USB Dongle complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not 
cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired 
operation. 

This USB Dongle has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment 
generates, uses and can radiated radio frequency energy and, if not installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation If 
this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the following measures: 
-Reorient or relocate the receiving antenna. 
-Increase the separation between the equipment and receiver. 
-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 
-Consult the dealer or an experienced radio/TV technician for help. 
Changes or modifications not expressly approved by the party responsible for compliance could void the user‘s authority to operate the 
equipment. 

The antenna(s) used for this transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. 
 
RF Exposure Information (SAR) 
This device meets the government’s requirements for exposure to radio waves. 
This USB Dongle is designed and manufactured not to exceed the emission limits for exposure to radio frequency (RF) energy set by the 
Federal Communications Commission of the U.S. Government.   
 
The exposure standard for wireless device employs a unit of measurement known as the Specific Absorption Rate, or SAR.  The SAR 
limit set by the FCC is 1.6W/kg.  *Tests for SAR are conducted using standard operating positions accepted by the FCC with the device 
transmitting at its highest certified power level in all tested frequency bands.  Although the SAR is determined at the highest certified 
power level, the actual SAR level of the USB Dongle while operating can be well below the maximum value.  This is because the device is 
designed to operate at multiple power levels so as to use only the poser required to reach the network.  In general, the closer you are to a 
wireless base station antenna, the lower the power output. 
 
The highest SAR value for the device as reported to the FCC when tested for body, as described in this user guide, is 0.98 W/kg for GSM 
850 band, 0.935 W/kg for GSM 1900 band, 0.901 W/kg for WCDMA band V , 0.88 W/kg for WCDMA band IV, and 1.05 W/kg for WCDMA 
band II.  
 
While there may be differences between the SAR levels of various USB Dongles and at various positions, they all meet the government 
requirement. 
 
The FCC has granted an Equipment Authorization for this device with all reported SAR levels evaluated as in compliance with the FCC 
RF exposure guidelines.  SAR information on this device is on file with the FCC and can be found under the Display Grant section of 
http://www.fcc.gov/oet/fccid after searching on FCC ID: BDN3GM1085 . 
 
For body operation, this device has been tested and meets the FCC RF exposure guidelines for use the positions the device a minimum 
of 0.5 cm from the body.  Use of other enhancements may not ensure compliance with FCC RF exposure guidelines. 
 
This USB dongle transmitter is approved for use in typical laptop computers.  To comply with FCC RF exposure requirements, this USB 
dongle should not be used in other devices or certain laptop and tablet computer configurations where the USB connectors on the host 
computer are unable to provide or ensure the necessary operating configurations intended for the device and its users or bystanders to 
satisfy RF exposure compliance requirements. This transmitter must not be collocated or operating in conjunction with any other antenna 
or transmitter. 
 

http://www.fcc.gov/oet/fccid


 
 
       Declaration of Conformity / Declaración de conformidad 
 

Manufacturer/Constructeur/Fabricante 

Zoom Telephonics, Inc.  
207 South Street 
Boston, MA 02111  USA 
617-423-1072      www.zoomtel.com 

Brand/Marke/Marca Zoom 3G Modem 14.4 
Type/Typ/Tipo Series 1090, Models 4590, WM76  

The manufacturer declares under sole responsibility that this equipment is compliant to required directives. This product is CE 
marked. 
El fabricante declara bajo su exclusiva responsabilidad que este equipo satisface las Directivas requeridas. Este producto tiene 
marca CE.  

 

P.Prohodski 
19 November, 2010 
1090/TF, Boston, MA, USA 
 
 

 

 

 

Director, Hardware Engineering 
Director, Ingeniería de apoyo 



 
 

Limited Warranty 
Zoom Telephonics, Inc. (hereinafter “Zoom”) warrants this product against defects in material and 
workmanship for a warranty period of one year. The one year warranty may be extended only by 
Zoom as required by local law in the country where this modem is sold by Zoom. This warranty 
applies to the original end-user purchaser. 
For all Zoom products other than software, Zoom will, solely at its option, repair or replace this 
product with a functionally equivalent new or factory-reconditioned product during the warranty 
period. The consumer will deliver the product to Zoom. All transportation risks and costs in 
connection with this warranty service are the responsibility of the consumer. 
Zoom will replace software at no charge if there is a defect in materials or workmanship for a period 
of 30 days from date of original retail purchase, provided the defective software is returned to 
Zoom. Shipments from Zoom will normally be via U.S. Mail. Software products supplied by Zoom 
are sold “as is,” without warranty, either expressed or implied, as to function, application, 
merchantability, performance, and quality. 
Zoom is not responsible for incidental or consequential damages, and is not responsible for 
damages resulting from the breach of any expressed or implied warranty. Zoom is not responsible 
for any costs of recovering, reprogramming, or reproducing any programs or data stored or used 
with the Zoom products, damage to property, and to the extent permitted by law, damages for 
personal injury.  
This warranty is in lieu of all other warranties, expressed or implied. We do not assume or authorize 
assumption for us of any other warranty expressed or implied. Some states and countries do not 
allow the exclusion or limitation of incidental or consequential damages, so the above limitation or 
exclusions may not apply to you. 
This warranty does not apply if the Zoom product has been damaged by accident, abuse, lightning 
or other natural disasters, misuse or misapplication, or if it has been modified without the written 
permission of Zoom, or if any serial number has been removed or defaced. 
This warranty shall not be applicable to the extent that any provisions of this warranty are 
prohibited by any federal, state, or municipal law that cannot be preempted. This warranty gives 
you specific legal rights, and you may also have other rights that vary from state to state or country 
to country. 
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