Studly

Tools You’ll Need

What’s Included

1x

Bracket Installation Guide

Drill/Driver

Studly Workbench
Bracket

Measuring Tape

CALL A SHELFOLOGIST

949.244.1083

3x

Level

Still need help? Speak with a
Shelfologist today or see back of
installation guide for further
motivational support.

C H AT W I T H A S H E L F O L O G I S T

Fastener Screw

hello@shelfology.com

Pencil

VISIT US ONLINE

4x

www.shelfology.com

Set Screw

How did we do?
You’ll get an email soon asking for a
product review, and we’d be stoked if
you oblige. You rock in advance!
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Yo, here we go! Position your first
bracket on a stud or blocking. For
more intel on blocking, See Rad Tip
#1 below. Install a fastener screw
into the middle or upper screw hole
location.

Install a fastener screw in marked
location.

If abutting two bench slabs together,
use outer slots in top of bracket for
set screw locations. Secure both slab
ends to one bracket. You are done!
Now lay out those tools, and start
building that bird house you’ve been
dreaming of.
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Straighten the bracket using a level.
Mark the remaining screw hole
locations with a screw tip or a pencil.
Take a swig of your favorite
nonalcoholic brew.

Level the second bracket and mark
remaining screw hole locations. Take
another swig of your brew.
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Install the remaining two fasteners
into marked locations.
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Install remaining fastener screws.
Recheck for level. When mounting
additional brackets, repeat steps 4
through 7.

Post your sweet Studly Work Bench
pictures on Instagram. Warning: Rad
prizes may apply to shelfie of the
week.
@shelfology #radshelfie

Rad Tip #1 Blocking refers to
pieces of wood or other material
that run between wall studs in
order to provide support and
attachment sites for your shelf.
Rad Tip #2 You can turn a short
level into a long one by laying it
on a straight object like a yard
stick. Just hold it in place with
your bullet level on top and
measure!
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Rad Tip #3 At least 1" thick solid
hardwood, or birch plywood
surface slab is recommended to
avoid sag. See shelfology.com,
or call 949-244-1083 to order
birch ply bench or table slabs
made to measure.
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After installing first bracket, hold
second bracket in position. (Brackets
should never be more than 24”
apart). Use a level to align both
brackets horizontally. See Rad Tip
#2 below. Mark the upper or middle
screw hole location for the second
bracket.

Position bench surface. See Rad Tip
#3 below for surface slab recommendations. Secure the surface to
the brackets from below using set
screws.

*WARNING: Shelf hardware
must be correctly installed into
studs, wall blocking, or posts.
Failure to do so may result in
sagging shelves, falling
objects, or serious injury.

Collect ’em all! Visit www.shelfology.com for more shelf radness

