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TOLERANCES:
UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS IN INCHES
.X  +/-  0.025 
.XX  +/-  0.010
.XXX  +/- 0.005
ANGLES +/- 1

THIS DRAWING IS THE PROPERTY OF SYNQOR INC.
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REVISIONS
REV DESCRIPTION DATE APPROVED

2 WIRE MATERIAL, TWISTED PAIRS, ECO 25-32204 08/21/25 K.DUBROWN
3 WIRE MATERIAL, NOTE 3 EPOXY, ECO 26-32600 02/20/26 K.DUBROWN
A PRODUCTION RELEASE, ECO 26-32711 03/24/26 K.DUBROWN

CONFIG CABLE HUB 1-1 ACCESSORY CABLE, 
36 INCH LENGTH, SYN-9501 FAB DRAWING

SOURCE: PRO/E 705-1000364_A
SIZE DATE DWG. NO. REV

B MAR-24-26 705-1000364 A
SCALE: 1.250 DRAWN: KJD CHECK: SHEET 1 of 1

CONNECTOR / PIN # TWISTED PAIR # COLOR DESCRIPTION CONNECTOR / PIN #

DEVICE / 1
PAIR 1

WHITE CH1_B HUB / 1
DEVICE / 2 BROWN CH1_A HUB / 2

DEVICE / 3
PAIR 2

GREEN GROUND HUB / 3
N/C YELLOW NOT USED N/C

DEVICE / 4
PAIR 3

GRAY CH2_B HUB / 4
DEVICE / 5 (LIGHT) PINK CH2_A HUB / 5

DEVICE / 6
PAIR 4

BLUE CABLE ID HUB / 6
DEVICE / 7 RED CABLE ID HUB / 7

DEVICE / 8
PAIR 5

BLACK CABLE ID HUB / 8
DEVICE / 9 PURPLE CABLE ID HUB / 9

DEVICE / 10 NOT USED NOT USED NOT USED HUB / 10
DEVICE / 11 NOT USED NOT USED NOT USED HUB / 11
DEVICE / 12 NOT USED NOT USED NOT USED HUB / 12
DEVICE / 13 NOT USED NOT USED NOT USED HUB / 13

DEVICE / 14
PAIR 6

GRAY-PINK CAN_HI HUB / 14
DEVICE / 15 RED-BLUE CAN_LO HUB / 15

NOTES:
1.   USE NORCOMP 967-009-010R011 AND 780-M15-203L001 (FEMALE) OR EQUIVALENT
2.   USE NORCOMP 967-009-010R011 AND 780-M15-103L001 (MALE) OR EQUIVALENT
3.   REMOVE AND DISCARD LOCKING HARDWARE WHICH IS INCOMPATIBLE WITH THE OUTER DIAMETER
      OF THE CABLE. SEAL BACK-SIDES OF CONNECTORS WITH 3M DP100FR OR EQUIVALENT EPOXY. 
4.   USE CABLE: SAB 7890725 OR EQUIVALENT WITH SYNQOR PERMISSION. 
      HALOGEN-FREE PUR DATA CABLE, 24 AWG SHIELDED WIRE WITH 7 TWISTED PAIRS (14 CONDUCTORS)
      WIRE INSULATION: TPE INSULATION, HALOGEN FREE PER  IEC 60754-1 & VDE 0482-754-1, -40  TO 90 C, 
      MINIMUM BENDING RADIUS 7.5 X CABLE O.D.
      OVERALL NOMINAL WIRE DIAMETER: 0.291 +/-10% INCHES 
5.   CONNECT SHIELDING TO BOTH CONNECTOR SHELLS
6.   ASSEMBLE CABLE PER IPC/WHMA-A-620, CLASS 3
7.   ALL PARTS MUST BE ROHS COMPLIANT
8.   ALL PARTS/COMPONENTS MUST BE FREE OF DAMAGE, CUTS
9.   A CERTIFICATE OF CONFORMANCE (C OF C) NEEDS TO BE PROVIDED WITH EACH NEW LOT THAT
      INDICATES THE PARTS HAVE BEEN MANUFACTURED PER THE SPECIFICATIONS SUPPLIED BY SYNQOR.
10. CABLE MUST BE TESTED FOR TWISTED PAIR VERIFICATION VIA CIRRUS TOUCH ONE, FLUKE 
      MICRO-MAPPER, OR EQUIVALENT
11. ALL EQUIVALENT CHANGES MUST BE REVIEWED BY SYNQOR AND APPROVED PRIOR TO USE

 TE CONNECTIVITY RT-1805 OR EQUIVALENT 
 TEXT MUST BE LEGIBLE WITH A MINIMUM 
 CHARACTER HEIGHT OF 0.1 INCHES
 
 LABEL FORMAT:
     SYNQOR LOGO (AS PROVIDED)
     SYN CABLE # (SYN-9501, LARGER TEXT)
     FABRICATION DRAWING # (705-1000364 REV A)
     DATE CODE (YYWW) 
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DB15 FEMALE
SEE NOTE 1
SCALE  1.000

(DEVICE)

DB15 MALE
SEE NOTE 2
SCALE  1.000

(HUB)


	Sheet 1
	Views
	new_view_1
	Front
	new_view_10

	Zones
	A1



